PROCESSOR
INTEL CELERON N3350 - UP TO 2.4GHz -
2MB CACHE

STORAGE:
64GB eMMC + M.2 NVME/SATA
UP TO 2TB

CONNECTIVITY:

1X FRONT AND 1X REAR USB 3.0;
2X REAR USB 2.0;

1X USB 3.0 AND

2X USB 2.0 VIA INTERNAL HEADERS

Inte|® NUC 8 RUGGEDChacoCanyon)

RAM:
4GB LPDDR3 (dual-channel, soldered-down)

WIRELESS:
INTEL DUAL BAND WIRELESS-AC 3168
BLUETOOTH 4.2

GRAPHICS:
INTEL HD GRAPHICS 500
1X'HDMI 2.0
1IXHDMI 1.4
1X 4-LANE eDP 1.4

GREAT FOR:

DIGITAL SIGNAGE EDGE/REMOTE SERVERS
DESKTOPS VM HOST/CLIENTS
WORKSTATIONS FLEET VEHICLE COMPUTER
SERVERS NETWORK APPLIANCES

10T

CUSTOM 1/0 EXPANSION OPTIONS & MORE:

ADD EXCLUSIVE EWC PATENTED POE POWERED NUC NIC - 10/100/1000 Mbps

ADD 2ND 10/100/1000 STANDARD NIC
ADD USB 2.0/3.0 PORTS

ADD 3.5MM AUDIO + MIC JACK

ADD RS-232 PORT

ADD VGA VIDEO OUTPUT

ADD LTE MODEM FOR 10T
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