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 EWC-Enterprise PoE Intel® NUC

Core i3-8145U - 2C/4T - UP TO 3.9GHz - 4MB CACHE
Core i5-8365U - VPRO - 4C/8T - UP TO 4.1GHz - 6MB CACHE
Core i7-8665U - VPRO - 4C/8T - UP TO 4.8GHz - 8MB CACHE 

PROCESSOR:

PCIE SSD SUPPORTPCIE SSD SUPPORT
RAID 1 OR RAID 0
DUAL DRIVE SUPPORT - M.2 + 2.5" SSD  (M.2 ONLY WITH POE INTEGRATION)
RAID 1 OR RAID 0UP TO 4 TB (HIGHER CAPACITIES POSSIBLE WITH CUSTOM ENCLOSURE) 

STORAGE:

1 X REAR USB 3.1 TYPE C - THUNDERBOLT 3   
2 X FRONT USB 3.1 TYPE A
2 X REAR USB 3.1 TYPE A
1 X USB 3.0 + 2 X USB 2.0 VIA INTERNAL HEADERS (OPTIONAL EXPANSION)
INTEL i219-LN GIGABIT LAN
INTERNAL 2 X 2 DC POWER CONNECTOR
CUSTOM LID OR REAR EXPANSION WINDOW FOR -
CUSTOM I/O - SEE OPTIONS BELOW

CONNECTIVITY:

INTEL DUAL BAND WIFI AC 9560
BLUETOOTH 5.0 (DUAL MODE)

WIRELESS:

2X DDR4 SODIMM - UP TO 64GB
RAM:

UHD 620 (CORE i3 / i5 / i7)
2 X HDMI 2.0a, DP 1.2 via Type C, 
4 LANE eDP 1.4

GRAPHICS:

WINDOWS 10 PROFESSIONAL
WINDOWS 10 IOT ENTERPRISE 2019
LINUX - SELECT VERSIONS (EWC Best-Effort Support)

OPERATING SYSTEM
:

EWC EXCLUSIVE PATENTED POE-ENABLED, 2ND GIGABIT NIC   
EWC EXCLUSIVE 2ND GIGABIT NIC
2 X HDMI FOR 4 TOTAL HDMI OUTPUT
2 X USB 2.0 + 1 X USB 3.0 FOR 8 USB PORTS TOTAL
ADD 3.5MM AUDIO + MIC JACK
VGA OR DVI VIDEO OUTPUT
2 X RS-232 CONSOLE PORTS 
eDP - MULTIPLE UHD DISPLAYS
LTE MODEM (CUSTOM LID)

CUSTOM I/O EXPANSION OPTIONS & MORE:

sales@ewctech.net801-948-8898


