EWC FWC-Enterprise PoE NUC
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PROCESSOR: RAM:

INTEL i3-7100U - 2.4GHz - 3MB CACHE 2X DDR4 SODIMM - UP TO 32GB
INTEL i5-7300U - vPRO - UP TO 3.5GHz - 3MB CACHE
INTEL i7-8650U - vPRO - UP TO 4.2GHz - BMB CACHE

WIRELESS:
INTEL DUAL BAND WIRELESS-AC 8265z vPRO
STORAGE: DUAL MODE BLUETOOTH 4.2

DUAL DRIVE SUPPORT - M.2 55D + 2.5 S5D
il T GRAPHICS:
PCIE 55D SUPPORT 8
RAID-0 RAID-1 INTEL 620 GRAPICS HD (ALL MODELS)
M.2 SUPPORTS INTEL OPTANE MEMORY 2 X HDMI 2.0a - WITH PROTECTED UHD

(PERSISTENT DISPLAY OFTIMIZED FOR
REMOTE ACCESS RUNNING IN HEADLESS

CONNECTIVITY: OR EMBEDDED APPLICATIONS)

2X FRONT USB 3.0

INTEL GIGABIT LAN

2X REAR USB 3.0, 1X USB 3.0 + 2X USB 2.0 VIA INTERNAL HEADER

INTERNAL 2X2 POWER CONNECTOR

REAR EXPANSION WINDOW FOR CUSTOM I/O (e.g. VGA, RS5-232 or 10/100/1000 NIC)

CUSTOM I/O EXPANSION OPTIONS & MORE:

EXCLUSIVE EWC POE POWERED NUC NIC - 10/100/1000 Mbps

2ND 10/100/1000 STANDARD NIC (DOES NOT SUPPORT POE POWER OPTION)
2X HDMI - FOR TOTAL OF 4 HDMI OUTPUTS

USB 2.0 AND/OR 3.0 PORTS (TOTAL 2X USB 2.0 + 5X USB 3.0 POSSIBLE)

3.5MM AUDIO + MIC JACK

RS-232 PORT

VGA VIDEO OUTPUT
LTE MODEM FOR 10T
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